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One  of  the  side  entrances  to  Princeton  University  Chapel,  the  walling  of  which  is  from  Roaring  Run 
Stone.  Cram  and  Ferguson,  architects;  Matthews  Construction  Company, 

contractors,  Princeton,  New  Jersey. 
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IN  this  age  of  imitation  and  cheap  substitutions,  which  have  pervaded 
every  department  of  the  building  industry,  it  is  not  to  be  wondered  that 
we  view  with  satisfaction  and  delight  that  which  is  natural,  substantial 
and  real. 

There  is  no  material  wherein  the  real  so  far  overshadows  the  substitute, 
the  imitation,  as  does  natural  stone.  That  is  the  material  which  Nature  has 
so  bountifully  provided,  that  we  may  enjoy  the  solemn  dignity,  the  stately 
beauty  and  the  impressive  simplicity  which  walls  of  this  substantial  ma¬ 
terial  can  impart. 

To  this  dignity,  beauty  and  simplicity  may  be  added  the  elements  of 
strength,  security  and  durability,  which  only  stone  can  provide. 

Let  us,  then,  build  our  homes,  churches,  schools  and  our  public  institu¬ 
tions  of  stone  that  they  may  endure  through  the  ages,  and  pass  on  to  future 
generations.  This  is  a  message  of  love,  reverence,  loyalty  and  patriotism, 
and  may  they  be  everlasting  monuments  to  those,  who,  by  untiring 
labor  and  devotion  to  noble  ideals,  made  them  possible. 
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Situated  on  the  east  side  of  the  Nesha- 
miny  Creek,  not  far  from  the  old  stage 
routes  between  Philadelphia  and  New 
York,  and  near  the  present  Lincoln  High¬ 
way,  is  the  Neshaminy  Quarry. 

There  are  two  distinct  veins  of  the 
Neshaminy  rock  cropping  out  at  this 
point — one  dark  and  the  other  light  in 
color.  Both  are  obtained  naturally  from 
the  ledges  in  long,  low  sections,  and  are 
very  colorful.  Here  may  be  found  a 
beautiful  range  of  color — bronze,  yellow, 
blue,  rusty  red  and  gray. 

As  evidence  of  the  wonderful  dura¬ 
bility  of  this  stone,  we  offer  for  your  in¬ 
spection  two  Quaker  Meeting  Houses, 
both  built  in  the  year  1789 — one  at  Falls- 
ington,  Bucks  County,  Pennsylvania,  and 
the  other  at  Langhorne,  Bucks  County, 


\ 
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Pennsylvania.  They  are  standing  today  in  perfect  condition  as  shown  by  the  accompanying 
photographs  taken  in  1929.  The  Langhorne  Meeting  House  was  built  at  a  cost  of  $800, 
stone  masons  receiving  two  shillings  per  day. 


Langhorne  Meet¬ 
ing  House,  Lang- 
horne,  Bucks 
County,  Penna., 
built  in  the  year 
1789. 


Fallsington  Meet¬ 
ing  House,  Falls¬ 
ington,  Bucks 
County,  Penna., 
built  in  the  year 
1789. 


Curwensville  Quarry 

When  the  “Johnstown  Flood,"  in  1889,  destroyed  the  bridges  along  the  line  of  the 
Pennsylvania  Railroad  paralleling  the  Conemaugh  River  from  South  Fork  to  Johnstown, 
then,  immediately,  was  created  an  unusual  demand  for  stone,  known  as  Bridge  Ashlar, 
to  rebuild  the  bridges  in  this  devastated  area. 
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The  contractors  in  charge  of  this  work  turned  to  the  mountains  of  Central  Pennsylvania 
for  their  supply  of  stone.  It  was  then  that  "Roaring  Run"  Quarry  was  opened  and  de¬ 
veloped. 

The  quarry  is  on  the  mountains  about  two  miles  north  of  the  Borough  of  Curwensville, 
in  Clearfield  County,  Pennsylvania,  comprising  about  300  acres  of  stone.  This  is  the  best 
and  most  durable  sandstone  in  existence,  having  successfully  withstood  every  test  to 
which  it  has  been  subjected. 

We  have  samples  in  perfect  condition  which  have  been  subjected  to  freezing  and  thaw¬ 
ing  for  twenty-five  years.  This  stone  has  a  variety  of  color — buff,  rusty,  gray  and  pink, 
all  from  the  same  ledges  in  the  quarry.  Incorporated  into  the  walls  of  a  building,  this  stone 
presents  a  beauty  and  dignity  which  modern  civilization  demands. 


Wurtemburg  Quarry 

Near  Ellwood  City,  in  Lawrence  County,  Pennsylvania,  is  the  Wurtemburg  Quarry 
of  the  most  colorful  sandstone  in  existence  in  the  Eastern  States.  Buff  and  red  with  the 
most  unusual  shades  of  color  are  to  be  found  in  this  sandstone. 

Wurtemburg  Quarry  is  in  what  is  known  as  the  Beaver  Valley  section.  The  durability 
of  this  stone  is  known  to  all  construction  engineers  in  Western  Pennsylvania.  Its  stone 
is  known  as  Beaver  Valley  Sandstone. 

If  anyone  is  interested  in  the  most  unusual  and  pleasing  color,  we  invite  his  inspection 
of  Wurtemburg  stone. 


Raven  Rock,  Lumberville  and  Stockton 

In  the  Delaware  Valley  about  twenty-five  miles  north  of  Trenton,  at  Raven  Rock, 
Lumberville  and  Stockton  is  found  an  area  filled  with  deposits  of  the  most  durable  and 
attractive  sandstone.  The  colors  are  attractive  in  buff  and  gray. 

Many  churches  and  schools  throughout  Central  and  Southern  New  Jersey  have  been 
constructed  of  this  stone  as  well  as  many  bridges  on  the  eastern  trunk  lines  of  railway. 

The  northeast  storms  have  washed  and  devastated  the  Atlantic  Coast  along  New 
Jersey  shores  to  such  an  alarming  extent  that  sea  wall  and  jetty  construction  have  become 
an  absolute  necessity.  Thousands  of  tons  of  stone,  ranging  in  size  from  two  to  six  tons, 
are  shipped  annually  from  these  quarries  to  protect  New  Jersey  beaches. 
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Newtown  Stone 


Two  miles  west  of  the  Borough  of  Newtown,  Bucks  County,  Pennsylvania,  is  a  quarry 
of  brownstone,  the  quality  of  which  is  unsurpassed.  This  can  be  had  in  dimension  blocks, 
cut  or  rough  face  stone. 


Mt.  Eyre  Quarry 

Near  the  west  bank  of  the  Delaware  River,  and  overlooking  the  spot  where  Wash¬ 
ington  and  his  army  made  the  memorable  crossing  on  Christmas  night,  1776,  is  the  Mt. 
Eyre  Quarry. 

Many  substantial  farmhouses  and  barns  have  been  built  of  stone  from  this  vicinity, 
including  the  old  Ferry  Inn  built  in  1780,  which  is  shown  in  the  accompanying  picture. 

Mt.  Eyre  stone  is  variegated  in  color — red,  green  and  blue — and  very  much  resembles 
the  stone  which  was  quarried  in  the  vicinity  of  Princeton,  New  Jersey,  of  which  so  many 
of  the  buildings  on  the  Princeton  College  campus  are  constructed. 


The  Old  Ferry  Inn  at  Washington  Crossing,  Bucks  County,  Pennsylvania. 
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Langhorne  Manor  in  1640 

Nowhere  in  the  United  States  can  be  found  such  a  wealth  of  old  stone  buildings  as 
have  been  built  by  the  early  Quaker  settlers  on  the  farms  and  in  the  villages  of  central 
and  lower  Bucks  County  in  the  State  of  Pennsylvania. 

When  the  log  cabin  had  outgrown  its  usefulness  and  the  early  settlers,  in  their  pros¬ 
perity,  were  desiring  more  commodious  and  comfortable  homes,  they  found  on  their  own 
or  adjacent  lands  a  supply  of  most  desirable  stone  available  for  their  needs. 

The  stone  houses  that  were  erected  in  this  section,  when  Pennsylvania  was  still  a 
colony,  stand  today  as  monuments  to  the  noble  and  sturdy  men  who  erected  them,  and 
even  now  they  serve  as  models  for  designs  that  architects  delight  in  offering  to  clients 
who  demand  the  distinctive  types. 


Residence  in  Hulmeville  Borough,  Hulmeville,  Bucks  County,  Pennsylvania. 
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Philadelphia  Art  Museum,  on  the  Parkway,  Philadelphia,  Pennsylvania.  The  retaining  wall  and  steps  are 
of  Roaring  Run  Stone.  Zantzinger,  Borie,  Medary,  and  Horace  Trumbauer,  architects. 


[9] 


Shriner’s  Hospital  for  Crippled  Children,  Roosevelt  Boulevard, 

Neshaminy  Face  Stone.  Phillip  H.  Johnson, 


Philadelphia,  Pennsylvania, 
architect. 
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The  St  Matthew’s  Episcopal  Church  at  Woodhaven,  Long  Island,  New  York. 
Neshaminy  Face  Stone.  Schirmer  and  Schmidt,  architects. 
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Grace  Baptist  Church,  Trenton,  New  Jersey.  Neshaminy  Face  Stone. 

Walter  Hankin,  architect. 


The  Grace  Presbyterian  Church,  Montclair,  New  Jersey.  Neshaminy  Face  Stone. 

Schneider,  Kleeman  and  Werther,  architects. 


[  12  ] 


The  Donison  Residence,  Princeton,  New  Jersey.  Neshaminy  Face  Stone. 


Milton  E.  Hatfield  Residence, 
Montclair,  New  Jersey.  Neshaminy 
Face  Stone.  Frank  J.  Forster, 
architect. 
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Reproduced  From  Actual 


i.  Light  Neshaminy 
Comes  from  the  quarry 
in  long,  low  pieces,  and 
is  suitable  for  resi¬ 
dence,  church,  school, 
etc.  Also  excellent 
stepping-stones  and 
flagstones  come  from 
this  quarry. 


2.  Dark  Neshaminy 
This  is  a  beautiful  face 
stone  for  any  purpose. 
To  appreciate  this 
stone  one  must  see  the 
buildings.  Being  a 
Gneiss  Rock  the  stone 
is  everlasting  and  the 
colors  permanent. 


3.  WuRTEMBURG 
The  most  colorful  of 
any  of  the  Pennsyl¬ 
vania  sandstones  suit¬ 
able  for  broken  range 
ashlar  for  any  class  of 
face  work. 


4.  Roaring  Run 
Is  a  variegated  color 
sandstone  of  the  high¬ 
est  quality.  It  can  be 
obtained  in  dimension 
blocks  of  any  size.  It 
is  beautiful  in  Gothic 
architecture.  In  long, 
low  broken  range 
courses. 


tone  --  One-half  Reduction 


5.  Mt.  Eyre 
Obtained  in  reds  and 
greens  and  blues.  Long 
and  low  in  effect, much 
like  the  Princeton 
stone,  and  as  durable 
as  flint. 


6.  Raven  Rock 
A  beautiful  variegated 
gray  stone  for  large  di¬ 
mension  blocks  or 
broken  range  ashlar 
for  home  or  church 
work. 


7.  Lumberville 
As  durable  as  granite, 
somewhat  variegated 
in  color.  Obtained  in 
dimension  blocks  of 
any  size  or  for  rock  or 
cut  face  broken  range 
ashlar. 


8.  Newtown 
A  brownstone  of  the 
most  durable  quality. 
Obtained  in  dimension 
blocks  or  for  small 
broken  range  ashlar. 


Residence  of  J.  Donald  Herring,  Princeton,  New  Jersey.  Neshaminy  Face  Stone. 

Wilson,  Eyre  and  Mcllvaine,  architects. 


West  College,  Princeton  University,  Princeton,  New  Jersey.  Lumberville  Face  Stone 
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The  Shriners’  Temple,  Trenton,  New  Jersey.  Wurtemburg  Face  Stone.  Walter  Hankin,  architect. 


St.  Matthew’s  Episcopal  Church,  Woodhaven,  Long  Island.  Neshaminy  Face  Stone. 

Schirmer  and  Schmidt,  architects. 

[  17  ] 


r 


Rockford  Residence,  Trenton, 
New  Jersey.  Neshaminy  Face 
Stone. 


The  Walker  Residence,  Yardley, 
Bucks  County,  Pennsylvania. 
Neshaminy  Face  Stone.  Harry  G. 
Aitken,  architect. 


W.  C.  Krueger  Residence.  Neshaminy  Face  Stone.  Schneider,  Kleeman  and  Werther,  architects 
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Harry  F.  Knight  Residence, 
St.  Louis  County,  Missouri. 
Neshaminy  Face  Stone. 
H.T.  Lindberg,  architect. 
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The  Donison  Residence,  Princeton,  New  Jersey.  Neshaminy  Face  Stone. 


Neshaminy  Face  Stone  applied  to  the  bungalow  or  cottage  type  of  home. 
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Market  Street  Bridge  over  Susquehanna  River  at  Harrisburg,  Pennsylvania.  Mojeska  and  Masters, 

engineers;  James  McGraw  Co.,  contractors. 


This  abutment  was  built  on  the  north  bank  of  the  Allegheny  River  in  1819,  110  years  ago.  During  this 
period  four  superstructures  have  been  erected  on  this  abutment.  The  last  steel  bridge  was  erected  on  it 
in  1928.  The  bridge  is  of  Pennsylvania  Sandstone  and  is  in  perfect  condition.  Reference:  Bureau  of  Tests, 

Pittsburgh,  Allegheny  County,  Pennsylvania. 
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Severe  northeast  winds  bring  heavy  and  uncontrollable  seas  to  the  New  Jersey  coast.  In  order  to  protect 
the  beach,  jetties  are  built  of  large  stone.  The  accompanying  pictures  show  the  jetties  of  stone  from  Raven 
Rock  Quarry  built  at  Shark  River  Inlet  near  Belmar,  New  Jersey,  by  Thomas  Procter,  contractor, 

Long  Branch,  New  Jersey. 
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In  order  more  clearly 
to  demonstrate  our 
stone,  builders  have 
occasionally  erected 
samples  of  actual  walls 
that  architects  and 
owners  might  better 
visualize  the  finished 
appearance. 
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Analysis  and  Compression  Tests 


The  following  results  have  been  obtained  on  the  two  specimens  of  sandstone,  our  Lab¬ 
oratory  Number  99-243,  submitted  by  you  from  quarry  at  Lumberville,  Pennsylvania. 


ANALYSIS 

Physical  Analysis 

Required 
As  Maximum 
Received  Allowed 


Specific  gravity .  2.4 7 

Weight  per  cubic  foot . 

Per  cent  water  absorbed  ....  2.1 

Per  cent  of  wear .  3.02  4.5 

Hardness .  18.78  - — • 

Toughness .  1 1  - — 


Remarks:  Silica  (volatilized  with  H.F.  and 
H,S04)  is  79.80%.  Minimum  90%.  Compression 
tests  were  made  on  cylinders  approximately  1  inch 
in  diameter  and  2  inches  high.  Three  specimens 
were  tested,  the  compression  strengths  of  which 
were  20,992,  17,921,  20,367,  the  average  being 
19,760  pounds  per  square  inch 

(Signed)  R.  B.  Gagre,  Chemical  Engineer. 

W.A.J . :  HFC 


STONE 

Lumberville  and  Raven  Rock  Quarries 

Per  Cent 


Alumina .  6.87 

Iron  oxide . 93 

Titanium  oxide . 20 

Calcium  oxide . 85 

Magnesium  oxide . 43 

Alkalies .  3.88 

Loss  on  ignition .  1.30 

Silica  (by  difference) .  85.74 


Compression  Tests 
Sample  A  (one  test  dry 

parallel  to  bedding) . 30,100  lbs.  per  sq.  in. 

Sample  A  (one  test  wet 

parallel  to  bedding) . 14,900  lbs.  per  sq.  in. 

Sample  B  (one  test  dry 

perpendicular  to  bedding)  30,500  lbs.  per  sq.  in. 


Sample  B  (one  test  wet 

perpendicular  to  bedding)  27,800  lbs.  per  sq.  in. 
Absorption  Tests 

Sample  A  (average  of  two  tests)  ....1.88  per  cent 
Sample  B  (average  of  two  tests)  ....1.80  per  cent 

Specific  Gravity 

Sample  A  (average  two  tests) . 2.48  per  cent 

Sample  B  (average  two  tests) . 2.52  per  cent 

Weight  Per  Cubic  Foot  Dry 

Sample  A . 155  lbs. 

Sample B . 175  lbs 


STONE 

Wurtemburg  Quarry 

Per  Cent 


Alumina . 43 

Iron  oxide . 40 

Titanium  oxide . 05 

Calcium  oxide . 35 

Magnesium  oxide . 14 

Alkalies . 34 

Loss  on  ignition . 62 

Silica  (by  difference) .  97-67 


Crushing  strength,  10,640  pounds  per  quare  inch. 
Toughness,  4.3  average. 

Soundness  O.K.  Sodium  Sulphate  Test. 


Analysis  and  Compression  Tests 


Dimensions 

Cubic 

Mark 

Inches 

Inches 

1 

6x6x6 

216 

2 

6x6x6 

216 

Crushing  Load  Crushing  Strength 

Pounds  Pounds  per  Cubic  Inch 

212,860  985 

Capacity  of  machine,  250,000  1 , 1 58 

pounds,  failed  to  break  stone. 


Soundness  Test 

Sodium  sulphate  test  for  soundness.  Upon  completion  of  the  fifth  operation  stones  showed  no  sign 
of  cracking,  checking  or  disintegration. 

Note — This  stone  came  from  the  Roaring  Run  Quarry,  Curwensville,  Pennsylvania. 


STONE 


Compression  Tests 


Roaring  Run  Stone  Quarry,  Curwensville,  Pa. 
After  Drying  at  105  C 

Per  Cent 


Alumina . 16 

I  ron  oxide . 14 

Titanium  oxide .  Trace 

Calcium  oxide . 15 

Magnesium  oxide . 13 

Alkalies . 06 

Loss  on  ignition . 46 

Silica  (by  difference) .  98.90 


Average  of  two  tests  perpendicular  to  bedding 
20,230  pounds  per  square  inch. 

Absorption  Tests 

Average  of  three  tests,  percentage  by  weight 
2.93.  Apparent  specific  gravity  (average  of  two 
tests)  2.34.  Weight  per  cubic  foot  (dry)  146  pounds. 


Quarry  Locations 


On  Tyrone  Division,  Pennsylvania  Railroad,  and  Lakes  to  Sea  State  Highway  between 

Clearfield  and  DuBois,  Pennsylvania. 


On  New  York  Division,  Philadelphia  and  Reading  Railroad,  and  Lincoln  State  Highway  between 

Philadelphia  and  Trenton,  New  Jersey. 


Near  Ellwood  City,  Lawrence  County,  Pennsyl¬ 
vania.  Baltimore  and  Ohio  Railroad. 


Mt.  Eyre  Quarry 

Two  miles  north  of  Yardley,  Bucks  County, 
Pennsylvania.  On  Pennsylvania  Canal. 


At  Stockton,  New  Jersey,  on  Belvidere  Division, 
Pennsylvania  Railroad. 


One  mile  west  of  Newtown,  Bucks  County,  Penn¬ 
sylvania.  Newtown  Division,  Reading  Railroad 


One  mile  from  Raven  Rock,  New  Jersey  on  Penn¬ 
sylvania  Canal  and  State  Highway  between 
Easton  and  New  Hope,  Pennsylvania. 


At  Raven  Rock,  New  Jersey,  on  Belvidere 
Division,  Pennsylvania  Railroad. 


Address  all  communications  to  General  Sales  Agents  and  Distributors 


TOMPKINS-KIEL  MARBLE  CO. 


505  FIFTH  AVENUE 


NEW  YORK,  N.Y. 


THOMSEN-1-ELL1S  CO 

BALTIMORE  NEWYORK 
WASHINGTON 


